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SINGLE FACER( fingerless corrugation )

® Glue Parts Auto Supply Glue Clrcularly
) |_J' Ive Decelerate Box Adopts Olliness Lubricate
@ Cardboard Transmitting Method Adopts Wend Adsorb k
Profiles Stable Of The Lower-roller In The Condition Of' R::\I;IZI:‘J
p.

MILL ROLL STAND (electric)
e Can Clamp Raw Paper 1500mmx(500-1600mm)
e Support Two Rolls Raw Paper At The Same Time
e Can Support Raw Papér Weight 1500kg
e FElectric Lift Style ,360 Rotary




Flexo printer cum slotter

Machine is designed to print and slol ,crease on corrugated board

Chain Feeder
Machine is designed

for 1-5 color options
May. Boars Size 2200 X 1Z70 Wm

= 5=
[ A Max. Printing Area LZ000x1Z70 Wm
. Power - 2.0 K
Feeding : Chain

Technical Data

Color : 15

!
i o -
L] \r Sizs Ajustment Wanua
Optional digaal Sdpustrmsent

Combined Rotary Slotter And Creaser

{. crease, comer cut, silting corrugated board to
equipped with variable drive and chain
anual as well digital as option

Machine is designed to slo
make boxes, machine is high speed
feeder .size adjustment is available m

Digital Size Setting (optional)

Machine has option of D cut die/O cut die
which is available on request with the machine

Technical Data
Size: 1700x1000 MM
1900x 1300 MM
2100x 1300MM
2000x 1450MM

Rotary Die cutting Machine (Chain Feeder)

Rotary Die Cutting Is Designed To
Cut And Crease Corrugated Boxes
Machine Is Equipped With Chain
Feeder Pneumatics System With

!/ [///AN\\\\\\\

Technical Data

Size : 2000x 1400 MM

Power :5.5Kw

Thickness 1-10 MM( 3-7 layer)
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Technical Data
Model : 1500
Max fed size 1500x 1100MM

Thin Blade Slitter / Scorer
(Manul)

oy e Technical Data
i g Size: 1000 Mm

Auto Partition Slotter Machine
It Is A Highly Efficient Machine To Make Partition For Corrugated Boxes. Machine Is
Equipped With 6 Blades As Additional Blades Available On Request

Sizes Available : 2000/2200 Mm

Thin Blade Slitter / Scorer
(Electric Setting)

ABS

Box Stitcher

Box Stitcher is meant to stitch

the corrugated boxes. This is
available in angular/straight models.

TECHNICAL DATA
SIZE  MOTORH.P. Wtin 100 Kg
KIS 05 3
3" 0.5 325
42" 05 35
48" 05 4
2 (7o 05" 45




ingle face Paper Corrugating
Sheet Cutter (Bearing Mounted)

HSCBOH

High Speed Oblique type

single face Paper Corrugating
Machine attached with Sheet Cutter
(Bearing Mounted) with

Over Head Bridge & Conveyor

RSC

Rotary Shear: Reel fo Sheet Cutter
Rotary sheet cutter is designed for
high production sharp cutting of a ply
corrugated board without damaging
flutes as well as cut line paper. This
cutter can be used as independent
unit as well as a attached unit with a

TECHNICAL DATA

SIZE MOTOR CUTTING OUTPUT/SHEET Wt
p. LENGTH PERMINUTE IN 100 Kg

2 2 20/80 2060 15
52 2 2080 2080 18
S P X 2080 2

Flute Rolls are available with -
the all models of corrugation machines A 1 2080 2% u
with various flute options i.e. A, B, C, E, F & N Flutes I8 3 2080 2060 A
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. Flexo Printer:
(Single colowr) Flexo Printers

the printing demand of corugaed boxes
I'hese printers are availalble in single and

Is also available on demand. These

variable speed controls, Digital counter is
an another feature of the machine.

FBPD
Flexo Printers

(Double Colour)
TECHNICAL DATA

FFlexo Board Printers are designed to meet

double colour options. Four colour version

machine are equipped with a conveyer and

FBP72 FBP90 FBPD72 FBP090

Max Paper Slze  52°X72" 52°%90° s 52°X90°
Power  2HP 2HP 3HP P
Welght 1600 kgs 1800 kgs 2500 kgs 2700 kgs

BCH

Heavy Duty Board Cutter
Designed to cut the 2 ply corrugated
Board & liner paper manually

TECHNICAL DATA
SIZE
48" 58" 68"
Wt in 100 Kg.
5 6 7

PS5

Partition Slotting Machine

The machine is capable of slotting

a number of sheets at a time.

Adjustable slot dies are mounted on a
support. The machine has a simple design.

TECHNICAL DATA
SIZE MOTOR H.P. Wtin 100 Kg
3" 1 3
2" 1 33




. ) ithout ch i
machine |s equipped with Eddy current drive for STengihe fltes)

variable speed controls
another feature of this high speed machine,

HSCB

High Speed Obli

que type single face
Paper Corrugati

ng Machine (Bush Mounted)

important feature of the machine are minutely finis
impression on the board. One pre heater is

hed to give perfect
paper. The machine has motorised self |oad

Provided to pre heat the liner
ing twin shaft ree| stand.

HSCBR

High Speed Obligue type single face
Paper Corrugating Machine (Bearing Mounted)

HSCV

Vertical Type Single Face
Paper Corrugating Machine

This is vertical type single face paper corrugating machine. The flute rolls
are perfectly finriys‘:\ed tr?ereby giving an even impression on the boar:'d.(]'lhe
machine is sturdy in 2 construction, simple to operate a.nd ea;‘syfttoi andle.
Manually lifting twin shaft Reel Stand with three unwinding sha s is g
provided with the machine. Electric heaters are provided for lamination o

TECHNICAL DATA

HSCDP
HSCB HSCBR - HSCDP_
SIZES ININCHES  32'/42°/52/62/72" az-uz'iqwslzlrg’v:z’l;zl ;l’ssljz;;z :zn ‘/:zu:[s: z,lssfgszns
Power 7'17195/95/105 717195195

Floor 5(::; (Feet)  6x16/7x16/8x160x16/10x16  6x16/7x16/8x16/0x16/10x16 5x1S/6x1S/Tx15/Bx159x15 ax}s;.mo;y ;:émzm
Heating Load (Kw)  21/27/29/31/31 3131131135135 mztmmg ::o“w“m”mw
Out Put (per minute) g9/50/90/90 /90 150/150/150/ 150 /150 solsolsoll‘s:m gl
Weight (in 100ka)  45/50/60/65/75 45/50/60/65 /75 3213842

SALIENT FEATURES

[Hscs [uscaaluscy |
Gews B Orive L
o Heang Cytor VIR UV R
BewingMountingon FamsRals >~ X
Pt Moty Ple Pl X
AC Digial DriveED0Y Curend Opsionst  Optionst Opsional
Orive Motoraed Sef
Lading R S VA WEVED 53¢
Hyrns R Stand Ot Optinct Gyt
St Aacrmart Opfiors Optionsl  Optorai
Syrchronisstion 1 Sheet Cute Optoral  Optionsl Optinal
vt Temparatrs Controfer (Opoorwt Opsionst Options
Overnead Bridge Optiorsl  Optorsl  NA



SPS

Sheet Pasting Machine

This machine is meant for the glueing of 2 ply
corrugated sheets to make corrugated board of
different ply. The rolls of the machine are evenly
finished to ensure even glueing of the boards.
this machine is simply designed, strong in
construction and is easy to operate. Hard
chromed Rolls are optional with this machine.

TECHNICAL DATA
SIZE SHEET FEED MOTOR H.P. Wtin 100 Kg.

65" 15°/60" 1 5

15" 150" 1 §

B IS 1 1

95" 15"/80" 2 i

105° 15°/80" 2 L
FBRC

4 Bar Rotary Culting & Creasing machine
This machine is meant for trimming and
creasing the corrugated board simultaneously.
The machine is easy to operate & sturdy in
construction. The creasing heads & cutting
heads can be easily set as required. The
platform is provided with 2 side Guages for
feeding of the board. Guages are provided for

TECHNICAL DATA
SIZE SHEET FEED MOTOR H.P. Wtin
MIN./MAX

100 KG
[ 152 70" 2 18
75" 15" 180" 2 2
%" 15"x 80" 3 2
_108° 15°x 80" 3 1
OHES

Eccentric Slotter

This machine is meant to slot & corner cut the
corrugated board simultaneously. The machine
is provided with three slotting heads and one
corner head. These heads can be easly set by
means of gear rack mechanism provided with
the machine. Screw are provided on the slotting

TECHNICAL DATA

SIZE SLOT DEPTH DIST. BETWEEN MOTORH.P. Wt

MAX. 2 SLOTS (MIN.) In 100 Kg
75" 18 5 ¥ ]
[T 18" 5 ¥ 2
%' 18" 5 ¥ A
105" 18" 5 1 %X

AMBICA MACHINERIES
#210 / 1,AKKIPET MAIN ROAD, BANGALORE - 560 053.
PH : 080 - 2287 2104, TELE FAX : 080 - 2226 0407
E-mail : amb.machineries@gmail.com, Mobile : +91 98452 12577




