


(PRIMA)

SALIENT FEATURES OF THE MACHINE

© The machine are manufactured with graded casting and steel to ensure accuracy for long time.
© The machines are strongly built to cut much higher stocks than similar other machines.

© The height of table is adjustable to avoid over and under cutting.

o Automatic disengagement in the highest position of the knife is there for hand power drive.

® The knife holder can be adjusted to compensate the grinding of the knife.

o The back guage is turnable for slanting and triangular cutting.

© Narrow strip cutting device has been provided for cutting small Lables and visiting cards.

o Ball Bearings and Bushes have been provided at vital place.

o Safety guards are provided at vital places.

o Fine finish, excellent painting and essential parts have been plated.

ACCESSORIES INCLUDED

2 Knives, 1 OQil Can, 1 Screw Driver, Wrenches

TECHNICAL SPECIFICATIONS

Size of Machine 26" 32" 36" 42" 48" 52"

Height of Cut 4’ 4" 4" % o e

Cut per minute 8 6 6 6 6 6

Height of Machine  60” 65" 70" 70 80" 85"

Power required 1. HP 2HP. 2HP: 3H.P. 3H.P. 3 H.P.

Floor Space 57"x 51" B65"x60" 70°x65" 82"x72" 88"x78 88" x90"
Manufactured by :

PRIMA MACHINERY COMPANY

298, Industrial Area, Opp. Mall Mandi, Amritsar-143006 (India)
Tel. : (O) 2581180 (R) 2584700 Fax : 0183-2581180 Mobile : 98157-47736
e-mail : primamachinerycom@yahoo.co.in
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